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(4) Name, job title, and business tele-
phone number of person who deter-
mined that the condition exists. 

(5) Date condition was discovered and 
date condition was first determined to 
exist. 

(6) Location of condition, with ref-
erence to the State (and town, city, or 
county) or offshore site, and as appro-
priate nearest street address, offshore 
platform, survey station number, mile-
post, landmark, or name of pipeline. 

(7) Description of the condition, in-
cluding circumstances leading to its 
discovery, any significant effects of the 
condition on safety, and the name of 
the commodity transported or stored. 

(8) The corrective action taken (in-
cluding reduction of pressure or shut-
down) before the report is submitted 
and the planned follow-up or future 
corrective action, including the antici-
pated schedule for starting and con-
cluding such action. 

[Amdt. 195–39, 53 FR 24950, July 1, 1988; 53 FR 
29800, Aug. 8, 1988, as amended by Amdt. 195– 
42, 54 FR 32344, Aug. 7, 1989; Amdt. 195–44, 54 
FR 40878, Oct. 4, 1989; Amdt. 195–50, 59 FR 
17281, Apr. 12, 1994; Amdt. 195–61, 63 FR 7723, 
Feb. 17, 1998] 

§ 195.57 Filing offshore pipeline condi-
tion reports. 

(a) Each operator shall, within 60 
days after completion of the inspection 
of all its underwater pipelines subject 
to § 195.413(a), report the following in-
formation: 

(1) Name and principal address of op-
erator. 

(2) Date of report. 
(3) Name, job title, and business tele-

phone number of person submitting the 
report. 

(4) Total number of miles (kilo-
meters) of pipeline inspected. 

(5) Length and date of installation of 
each exposed pipeline segment, and lo-
cation; including, if available, the loca-
tion according to the Minerals Manage-
ment Service or state offshore area and 
block number tract. 

(6) Length and date of installation of 
each pipeline segment, if different from 
a pipeline segment identified under 
paragraph (a)(5) of this section, that is 
a hazard to navigation, and the loca-
tion; including, if available, the loca-
tion according to the Minerals Manage-

ment Service or state offshore area and 
block number tract. 

(b) The report shall be mailed to the 
Information Officer, Pipeline and Haz-
ardous Materials Safety Administra-
tion, Department of Transportation, 
400 Seventh Street, SW., Washington, 
DC 20590. 

[Amdt. 195–47, 56 FR 63771, Dec. 5, 1991, as 
amended by Amdt. 195–63, 63 FR 37506, July 
13, 1998; 70 FR 11140, Mar. 8, 2005] 

§ 195.58 Address for written reports. 
Each written report required by this 

subpart must be made to the Informa-
tion Resources Manager, Office of Pipe-
line Safety, Pipeline and Hazardous 
Materials Safety Administration, U.S. 
Department of Transportation, Room 
7128, 400 Seventh Street, SW., Wash-
ington, DC 20590. However, accident re-
ports for intrastate pipelines subject to 
the jurisdiction of a State agency pur-
suant to a certification under the pipe-
line safety laws (49 U.S.C. 60101 et seq.) 
may be submitted in duplicate to that 
State agency if the regulations of that 
agency require submission of these re-
ports and provide for further trans-
mittal of one copy within 10 days of re-
ceipt to the Information Resources 
Manager. Safety-related condition re-
ports required by § 195.55 for intrastate 
pipelines must be submitted concur-
rently to the State agency, and if that 
agency acts as an agent of the Sec-
retary with respect to interstate pipe-
lines, safety-related condition reports 
for these pipelines must be submitted 
concurrently to that agency. 

[Amdt. 195–55, 61 FR 18518, Apr. 26, 1996, as 
amended by Amdt. 195–81, 69 FR 32897, June 
14, 2004; 70 FR 11140, Mar. 8, 2005] 

§ 195.59 Abandonment or deactivation 
of facilities. 

For each abandoned offshore pipeline 
facility or each abandoned onshore 
pipeline facility that crosses over, 
under or through a commercially navi-
gable waterway, the last operator of 
that facility must file a report upon 
abandonment of that facility. 

(a) The preferred method to submit 
data on pipeline facilities abandoned 
after October 10, 2000 is to the National 
Pipeline Mapping System (NPMS) in 
accordance with the NPMS ‘‘Standards 
for Pipeline and Liquefied Natural Gas 
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Operator Submissions.’’ To obtain a 
copy of the NPMS Standards, please 
refer to the NPMS homepage at http:// 
www.npms.phmsa.dot.gov or contact the 
NPMS National Repository at 703–317– 
3073. A digital data format is preferred, 
but hard copy submissions are accept-
able if they comply with the NPMS 
Standards. In addition to the NPMS-re-
quired attributes, operators must sub-
mit the date of abandonment, diame-
ter, method of abandonment, and cer-
tification that, to the best of the oper-
ator’s knowledge, all of the reasonably 
available information requested was 
provided and, to the best of the opera-
tor’s knowledge, the abandonment was 
completed in accordance with applica-
ble laws. Refer to the NPMS Standards 
for details in preparing your data for 
submission. The NPMS Standards also 
include details of how to submit data. 
Alternatively, operators may submit 
reports by mail, fax or e-mail to the 
Pipeline and Hazardous Materials Safe-
ty Administration, U.S. Department of 
Transportation, Room 2103, 400 Seventh 
Street, SW., Washington, DC 20590; fax 
(202) 366–4566; e-mail, 
roger.little@dot.gov. The information in 
the report must contain all reasonably 
available information related to the fa-
cility, including information in the 
possession of a third party. The report 
must contain the location, size, date, 
method of abandonment, and a certifi-
cation that the facility has been aban-
doned in accordance with all applicable 
laws. 

(b) [Reserved] 

[Amdt. 195–69, 65 FR 54444, Sept. 8, 2000, as 
amended at 70 FR 11140, Mar. 8, 2005; Amdt. 
195–86, 72 FR 4657, Feb. 1, 2007] 

§ 195.60 Operator assistance in inves-
tigation. 

If the Department of Transportation 
investigates an accident, the operator 
involved shall make available to the 
representative of the Department all 
records and information that in any 
way pertain to the accident, and shall 
afford all reasonable assistance in the 
investigation of the accident. 

§ 195.62 Supplies of accident report 
DOT Form 7000–1. 

Each operator shall maintain an ade-
quate supply of forms that are a fac-

simile of DOT Form 7000–1 to enable it 
to promptly report accidents. The De-
partment will, upon request, furnish 
specimen copies of the form. Requests 
should be addressed to the Information 
Resources Manager, Office of Pipeline 
Safety, Department of Transportation, 
Washington, DC 20590. 

[Amdt. 195–22, 46 FR 38360, July 27, 1981, as 
amended at 47 FR 32720, July 29, 1982] 

§ 195.63 OMB control number assigned 
to information collection. 

The control number assigned by the 
Office of Management and Budget to 
the hazardous liquid pipeline informa-
tion collection requirements of this 
part pursuant to the Paperwork Reduc-
tion Act of 1980 is 2137–0047. 

[Amdt. 195–34, 50 FR 34474, Aug. 26, 1985] 

Subpart C—Design Requirements 

§ 195.100 Scope. 
This subpart prescribes minimum de-

sign requirements for new pipeline sys-
tems constructed with steel pipe and 
for relocating, replacing, or otherwise 
changing existing systems constructed 
with steel pipe. However, it does not 
apply to the movement of line pipe 
covered by § 195.424. 

§ 195.101 Qualifying metallic compo-
nents other than pipe. 

Notwithstanding any requirement of 
the subpart which incorporates by ref-
erence an edition of a document listed 
in § 195.3, a metallic component other 
than pipe manufactured in accordance 
with any other edition of that docu-
ment is qualified for use if— 

(a) It can be shown through visual in-
spection of the cleaned component that 
no defect exists which might impair 
the strength or tightness of the compo-
nent: and 

(b) The edition of the document 
under which the component was manu-
factured has equal or more stringent 
requirements for the following as an 
edition of that document currently or 
previously listed in § 195.3: 

(1) Pressure testing; 
(2) Materials; and 
(3) Pressure and temperature ratings. 

[Amdt. 195–28, 48 FR 30639, July 5, 1983] 
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